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10 Gigabit Alien Crosstalk Testing Kit

- - N m Add Alien Crosstalk
Tk testing capability to any
LANTEK® 6A or 7G

B Perform PS Alien NEXT
and Alien Crosstalk Ratio
measurements

B Unique dual-port AXT
adapter allows PSANEXT
testing with just one
handset
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B Dual-handset mode
allows complete AXT
certification in half the
time of other AXT test
systems

m No PC required in the
field - all test results
{ calculated immediately
for instant pass/fail
results

B Kit includes 2 dual-port
AXT adapters and 12
AXT terminators for rapid
- certification and
increased productivity

17:59
892587

IS0 E 1BGBHE UTP Chan
AXT-9.21.87

586 .8688 Hhz

Instant Pass/Fail results on the LANTEK
without the need for a computer

Standard Compliant Alien Crosstalk Testing
For 10 Gigabit Ethernet on Category 6 or 6A Cabling

Perform a standard 6-around-1 cable test with PS ANEXT and PS AACR-F results for
both ends of the cable in as little as 5 1/2 minutes compared to over 20 minutes from
some competitive models.


http://www.aaatesters.com/IDEAL_10_Gig_Ethernet_Alien_CrossTalk_Adapter_Set_Model_10-Gig_Ethernet_Alien_IDEAL_10_Gig.html

Sample AXT Printed Report from PC Viewer Software

IDEAL Industries, Inc. Certified - Alien Crosstalk Report

Victim Cable ID é

Test Sweep Range

Colour coded

Power Sum Alien
NEXT results for
each end of the
cable

List of Disturber
cables for each
Victim cable

Job Nama: DATACNTR
Company.; State University
Contractor, ACME Cabling
Victim Cable; DO223

Test Instrument: LANTEK 76 [7495744/T455T52]

Frequéncy Rangs: 1 - SD0AEHZ

PS5 ANEXT NE
Pairs Result Freq Value Limit

Mz a8 a8
1.2 FPrss 5 655 602
i Pass 39 547 51.3

Pass X858 54 1.2
T8 Pass Ba.5 &7.7 60.7
Avg Pass 325 391 545
Ll
PS ANEXT NE

Report Date. 111142007
Softwara Version: 1.0.0.1

Firrnware Viraion: 2 B01AXTZT - Date & Time
Test Date 1072007 \— |

Test Tirme: 3:18:35 PM

Test Standasd TIAELA AD10 D70 _———1 Test Standard

PS AACR-F NE

Margin Worst Pairs Result Freq Value Limit Margin Worst
o8 dB MHME o8 B a8 o8

53 554 1,2 Pass 47T 303 24.1 6.2 303
T4 585 3.8 Pass 477 288 24.1 a7 268
48 Ba Pass a77 24 241 83 324

T 582 7.8 Fass ATT 343 241 0.2 343
48 58 Avg Pass 477 ans 281 28 ang

Limid
i PS AACR-F NE

& Version

Noise spike caused
by external EMI.
Other AXT testers
overlook these
problems

-
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Power Sum
Attenuation to Alien
Crosstalk Ratio -

Far End results for
each end of the
cable
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Pairs Result Freq Walue Limit Margin Worst Pairs Result Freq Walue Limit Margin Worst
Mz [+ o o 2] MMz a8 oB a8 o
1.2 Fass E7.5 692 B1.7 s 815 1.2 Fass 1735 #0.8 328 a8
A8 Pass 354 B83.5 51.8 17 82T 3.8 Pass 483 338 24 99
Pass b} T9.2 G4 4 148 858 Pass 488 a7 238
Pass T8.3 T0.8 61 6o 653 T8 Pazs 1645 441 334 353
Ay Pras THE 7T 632 105 85 Avg Paszs 125 438 37 34.7
Ll ]
PS ANEXT FE ' PS AACR-F FE

Red line indicates
limit for each pair,
yellow line indicates
limit for average of
all pairs
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Description Part Number
Alien Crosstalk Testing Kit for LANTEK LANTEK10GBKIT
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