
ACTERNA TEST & MEASUREMENT SOLUTIONS

WEBSITE: www.jdsu.com/fiberoptictest

OMK-55 SMART Optical Test Kit
A SMART, Future-Proof Optical Test Kit

JDSU’s SMART optical handhelds go beyond the basics

With more than 100,000 JDSU optical handhelds already in use, JDSU offers with the Smart Class 
the next generation of optical handhelds  to help your network graduate to the highest level of per-
formance. JDSU’s Smart optical handhelds encompass a new, intelligent, and next level product 
line for testing  all optical signals and systems, including broadband, PONs, and Gigabit Ethernet.  

All of JDSU’s Smart optical handhelds provide (for detailed information, please refer to JDSU opti-
cal handheld testers brochure):

• An extended number of calibration wavelengths for the highest performance range in the 
industry.

• A larger storage capability for up to 1000 results with automatic date/time stamp.

• An illuminated graphical display which shows up to 3 measurements simultaneously.

• A USB port for remote operation as well as easy Microsoft Excel™-based report generation and 
analysis.

• A unique power supply management system on the market with 4 different ways of powering 
the unit.

• Quick start operation, requiring no warm-up time and reducing testing time.

• A robust, shock-proof, and splash-proof design for field operation.
The OMK-55 Smart Optical Test Kit contains all of the tools, including instruments and acces-
sories, necessary to perform professional-grade power or loss tests in the field. Each OMK-55 
kit contains a combination of instruments that are specifically designed to meet your needs.  
Each OMK-55 kit includes an OLP-55 Smart Optical Power Meter, a high-performance opti-
cal power meter for testing, installing, and maintaining singlemode and multimode cables and 
networks. The Smart OLP-55 Optical Power Meter features auto-zeroing for auto dark current 
compensation to increase measurement accuracy.

Each kit also includes an OLS-55 Smart Optical Laser Source. Different versions of the OLS-55 
offer flexibility for testing, installing, and maintaining multimode as well as singlemode fiber sys-
tems in communications and CATV/multimedia networks. 

Key Features • The kit allows you to have all the tools you need on site 
when you need them.

• The hard or soft carrying case allows for easy 
organization, protection, and transporting of your 
instruments and accessories.

• These kits are universal test kits and can be mixed and 
matched to suit your testing application, thus meeting 
all of your testing challe

JDSU OMK-55 Specs
Provided by www.AAATesters.com

http://www.aaatesters.com/JDSU_OMK-55_SM_MM_Fiber_Loss_Test_Set_Model_OMK55_JDSU_55_1.html
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In addition, the OMK-55 SMART Optical Test Kit may also include an optional OLA-55 SMART Opti-
cal Level Attenuator. Due to low differential group delay (DGD), the OLA-55 is suitable for up to 
40 Gb/s systems.

Hard case provides room for three  instruments

Space for accessories Adapters Fiber cables

Worldwide com-
patible power 
supply, 12 V

OVF-1 
Visual Fault Locator 

OLS-55 Laser Source 

Car battery adapterOLA-55 Attenuator OLP-55 Power Meter

Rechargeable  
batteries

Cleaning tape
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All statements, technical information and recommendations related to the products herein are based upon infor-
mation believed to be reliable or accurate. However, the accuracy or completeness thereof is not guaranteed, and 
no responsibility is assumed for any inaccuracies. The user assumes all risks and liability whatsoever in connec-
tion with the use of a product or its applications. JDSU reserves the right to change at any time without notice 
the design, specifications, function, fit or form of its products described herein, including withdrawal at any 
time of a product offered for sale herein. JDSU makes no representations that the products herein are free from 
any intellectual property claims of others. Please contact JDSU for more information. JDSU and the JDSU logo 
are trademarks of JDS Uniphase Corporation. Other trademarks are the property of their respective holders.  
© 2006 JDS Uniphase Corporation. All rights reserved.    30137112  500  0306    SMART-OMK55.DS.FOP.TM.AE

Test & Measurement Regional Sales

NORTH AMERICA
TEL: 1 866 228 3762
FAX: +1 301 353 9216

LATIN AMERICA
TEL:+55 11 5503 3800
FAX:+55 11 5505 1598

ASIA PACIFIC
TEL:+852 2892 0990
FAX:+852 2892 0770

EMEA
TEL:+49 7121 86 2222
FAX:+49 7121 86 1222

WEBSITE: 
www.jdsu.com/fiberoptictest

Ordering information

OMK-55 SMART Optical Test Kit

OMK-55 SMART Optical Test Kit

Ordering number Description Replaces

2126/33 1310/1550/1625 nm kit  
(2277/02 + 2279/02)

OMK-9

2126/34 1310/1550/1625 nm kit, APC 
(2277/02 + 2279/22)

OMK-9 (APC)

2126/35 1310/1550 nm kit 
(2277/01 + 2279/01)

OMK-14c

2126/36 1310/1550 nm kit, APC 
(2277/01 + 2279/21)

OMK-14c (APC)

2092/33 1310/1550 nm kit, + OLA 
(2277/01 + 2280/01 + 2279/01)

OMK-15c

2092/34 1310/1550 nm kit, + OLA, APC 
(2277/01 + 2280/21 + 2279/21)

OMK-15c (APC)

2126/37 1310/1550 nm kit, high-power 
(2277/03 + 2279/01)

OMK-18c

2126/38 1310/1550 nm kit, high-power, APC 
(2277/03 + 2279/21)

OMK-18c (APC)

2092/35 1310/1550 nm kit, highest-power, + OLA 
(2277/04 + 2280/01 + 2279/01)

OMK-19c

2092/36 1310/1550 nm kit, highest-power, + OLA, APC 
(2277/04 + 2280/21 + 2279/21)

OMK-19c (APC)

2092/32 850/1300 nm MM 
1310/1550 nm SM kit, + OLA 
(2277/01 + 2280/01 + 2279/05)

new

2092/39 8650/1300 nm MM 
1310/1550 nm SM kit

new

BN 2126 = soft case version

BN 2092 = hard case version 

(2277/01 => 2279/05)


