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*; Specifications

A

_ TYPE-37SE |TYPE-37SE-FH|TYPE-37SE-B‘TYPE-S?SE-FHB _ TYPE-37SE| TYPE-37SE-FH |TYPE-37SE-B ‘TYPE-37SE-FHB

Applicable  Material Silica glass Dimensions  Size 150W x 150D x 176H N E '
Fiber Fiber type SMF, MMF, DSF, NZDSF, CSF, EDF, PSCF, EPSC Weight about 4kg | 4.3kg i

Fiber diameter 80~150um Monitor display 5.6inch TFT color

Coating diamete 0.1~1.0mm | 0.25,09mm | 0.1~1.0mm | 0.25,0.9mm Monitor position Front | Rear .

Cleave length 8~16mm 10mm 8~16mm 10mm Envi;%pmental Operating temperature -10~50°C . ' . ) .
Standard  Splice loss(Typical) SMF 0.02dB, MMF 0.01dB, DSF 0.04dB, NZDSF 0.04d8  ~°"®"®"S  operating humidity Up to 95%RH (non-condensing) C p t d t t g
performance Splice cycle time 11seconds (Quick mode) Altitude Up to 4000m om ac ’rec core mon’ or’n

Heat shrink oven cycle time 50 seconds (40mm sleeve) Storage temperature -40~70°C . . . .

Return loss(Typical) More than 80dB Wind protection Up to 15m/s Optlcal flbel" fUSIOn Spllcef
Programs  Splice programs 48 Power AC power supply unit PS-65 100~240V  50/60Hz .

Heating protrams 10 Supply DC battery BU-65(option) 10.5 - 14V approx.40 splice cycles H / g h er Sp eed an d new f eatur esS

Alignment method Core/Cladding/ Attenuation control * DC adaptor DC-65 + PC-V (option) 10.5~14V
Functions  Splice data storage 2400 splices Standard Main unit 1 ! I ' S 7 I ,

Splice data description 18 characters package Power supply unitirecharger PS-65 1 E-3 7 SE

Simulteneous dual image display O AC power cord 1

Tension test 1.96N (200gf) / 4.41N (450gf) (option) Spare electrodes ER-8 1 pair I Y PE_3 7 SE_FH

AIAS alignment system e} Carrying case 1

Pre-splice fiber images stored for review e} V-groove brush 1

Startup self-inspection o Splice cooling tray 1 I I I E—3 7 SE—B

Splice loss estimation HDCM (High-resolution Direct Core Monitoring) system Operation manual 1

Fiber magnification 340x Battery charge cord BCC-65 1 TYPE 3 7 SE FHB

Automatic arc test o) Mirror protection glass 1 = =

V-groove illumination o Fiber holder FH37-025(0.25mm) - 1 pair - 1 pair R |

APDS (@] *:option

Clamps for loose buffer fiber option - option -

C€
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_ TYPE-37SE |TYPE-37SE-FH [TYPE-37SE-B | TYPE-37SE-FHB

Jacket remover JR-22 (e] o o e}
Jacket remover JR-5FH - (@) - o
Cleaver FC-6S-C (¢] - (¢] — "

Cleaver FC-7S o - o - JR-25 JR-5FH FC-65-C FC-78
Cleaver FCP-FH — O — (@] Jacket remover Hot jacket remover High precision fiber High precision
- 0.25/0.9 for TYPE-37SE-FH/ cleaver with offcut fiber cleaver

Fiber holder FH37-09 (0.9mm) - (@) - (@) TYPE-37SE-FHB collector

Battery BU-65 (o]

DC input adaptor DC-65 (o]

Vehicle adaptor cable PC-V (¢]

Ultrasonic cleaner UFC-1 o

Protection sleeve FPS-1 o
FH37-09 BU-65 DC-65 PC-V
Fiber holder (0.9mm) Ni-MH battery 12V DC input adaptor 12V vehicle adaptor
for TYPE-37SE-FH/ cable
TYPE-37SE-FHB

The production process of this product meets ISO 9001. (JQA Certificate Number : JQA-1135) <S>
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(International Sales & Marketing Dept.) (Beijing Office) Tel: +66 (0)2 260 723110 5 i
3-12, Moto-Akasaka 1-chome, Minato-ku, Tokyo 107-8468 Japan Tel: +86 (0)10 6590 8192/8196

Tel: +81 (0)3 3423 5771/5889/5890
http://www.sei.co.jp/SUMIOFCAS/english/index.html

North Carolina (U.S.A)

Sumitomo Electric Lightwave Corp.

78 Alexander Drive, P.0.Box 13445, Research Triangle park,
NC27709 U.S.A.

Tel:+1 919 541 8100

http://www.sumitomoelectric.com

London (U.K.)

Sumitomo Electric Europe Ltd.

220 Centennial Park, Centennial Avenue, Elstree, Herts, WD6 3SL, U.K.
Tel: +44 (0)20 8953 8118

http://www.sumielectric.com

Shanghai (China)

Sumitomo Electric Industries, Ltd.
(Shanghai Office)

Tel: +86 (0)21 6278 5978
Hong Kong

Sumitomo Electric Asia, Ltd.
Tel: +852 2576 0080
Guangzhou (China)
Sumitomo Electric Asia, Ltd.
(Guangzhou office)

Tel: +86 (0)20 8666 5780

Singapore

Sumitomo Electric Interconnect
Products (Singapore) Pte., Ltd.
Tel: +65 6261 3388

New Delhi  (India)

Sumitomo Electric Industries, Ltd.
(New Delhi Office)

Tel: +91 (0)11 439 5115/5116
South Africa

Republic Power and Commumication
Co.(Pty,) Ltd.

Tel: +27 (0)11 315 0334

m Specifications are subject to change without prior notice.
m This brochure is made with recycled paper.
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High speed heat shrink
oven increases
operational efficiency.
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